
-

RoHS

ALCA-H12/4R1 | AL-H12/4R1 (U) |
ALCA-H18/4R1 | AL-H18/4R1 (U) |
ALCA-H24/4R1 | AL-H24/4R1 (U) |
ALCA-H36/5R1 | AL-H36/5R1 (U) |
ALCA-H48/5R1 | AL-H48/5R1 (U) |
ALCA-H60/5R1 | AL-H60/5R1 (U) |





 
 
 

 

 

 

 

 

  

 

 
 

 

 

 

 

 

 
 
 

 



 

 

 

 

 

 
 





 
 

 

 
 
 

 
 
 

 
 

 
 

 

 

 

 

 

 
 

 

 
 
 

 

 

 
 

 

 



 
 
 

 

 
 
 

 

 

 
 
 

 

 
 

 
 

 

 

 

 

 

  
  

 

 
  

 
 

 

 



 
 
 
 
 

 
 

 

 

 

 

 
 

 

 
 
 
 

 
 
 
 

 

 
 
 
 

 

 

 

 
 
 
 
 

 
    

 
 
 
 
 

 

 

 
 
 
 
 

    
 
 

 

 
 

 

 

 
 



 

 
 
 
 

 

 
 

 

 
 

 

 

 

 

 

 

 

 
 

 
 
 
 

 
 

 

 

 
 



620/496/434
1980

850/680/595
2600

1100/880/770
2790

ALCA-H12/
4R1

ALCA-H18/ALCA-H24/ ALCA-H36/ ALCA-H48/ ALCA-H60/
4R1 4R1

AL-H12/
4R1

AL-H18/ AL-H24/ AL-H36/ AL-H48/ AL-H60/
5R1 5R1

3,6

3,9

5,3 7,2 10,4 14,0 16,5

5,8 8,1 11,7 15,0 16,6

1,76 2,39/ 3,85/ 4,87/ 5,9/1,19/1,2 /1,8 2,51 3,5 5,13 5,3

1800/1440/1260
3190

1800/1440/1260
5200

1800/1440/1260
5200

41/38/32 41/38/32 45/42/36 48/45/39 50/47/41 50/47/41

55 60 60 6262

5R1 5R1 5R1

(U) 4R1(U)4R1(U) (U)(U) (U) 5R1 (U)(U)



ALCA-H12-18/ 4R1 ALCA-H24-60/

MB12 MB13

4(5)R1
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